_SAFEW BEI-T imbracatura da posizionamento

# 8W.002.2 (VL)
# 8W.002.3 (xL)

FRONTE

certificazioni:
C€ EN 358:1999

M/L XL

p | Afem) | 80110 | 90-130

aih 9 | 550 | 600

]27:,6
# 8.002 '/
SAFETY BELT /|

Caratteristiche tecniche principali: "\ D
o
%
« Ampie imbottiture in materiale traspirante per il massimo confort in utilizzo prolungato \!’ )
« Fascione-vita con taglio ergonomico per la massima vestibilita e confort o
« Anelli di attacco laterali in acciaio ad alta resistenza
« Dotata di due ampi porta-materiale posteriori
« Fibbia RAPIDA di chiusura e posizionamento, per un efficace ed immediato “assetto” o
operativo
o Pud essere utilizzata in abbinamento allimbrago SIERRA DUO # 8W.032
« Prodotta in Italia! o
o

PROFESSIONAL LINE WWW.KONG.IT




_SAFEW BEI-T positioning harness

# 8W.002.2 (VL)
# 8W.002.3 (xL)

certifications:
C€ EN 358:1999

M/L XL

p | Afem) | 80110 | 90-130

aih 9 | 550 | 600

# 8WN.002 ']}w

o
SAFETY BELT D
(e)
~7
Main technical features: "\ D
o
%
« Wide and breathable paddings for maximum comfort of use \! )
« Ergonomic belt with light structure for the best fit and comfort o
« Anelli di attacco laterali in acciaio ad alta resistenza
« Fitted with two wide rear gear loops
o Automatic buckle for a fast dressing o
o It can be used in combination with SIERRA DUO harness # 8W.032
« Made in ltaly!
(e]
o
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